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made by manufacturer of battery, must be 

available under QR code

Usable extinguishing agent

Water (in large quantities / water-based fire 

extinguisher), dry chemical powder (ABC), CO₂ 

(for surface flames only).

Critical raw materials present in the 

battery in a concentration of more 

than 0,1% weight by weight 

Lithium Manganese 

Oxide(37.52%),Aluminium(3.2%),Graphite(19.7%

),Copper(4.96%),Polypropylene(4.09%),Lithium 

hexafluorophosphate(30.53%)

Symbol for separate collection of 

batteries 

Nominal voltage 3.7 V

Chemistry LiMn₂O₄，C，Cu，Al，(C₃H₆)ₙ，LiPF₆

Hazardous substances presents in the 

battery (other than mercury, cadmium 

or lead) 

do not contain

Date of manufacture (month, year) 26.09.2026

Weight 12.4g

Capacity 300mAh

Battery model IMR14500-300mAh

Battery batch 260926

Place of manufacturer (geographical 

location of plant)

Pengcheng Tiarxia industrial Park, Maoji 

Economic Development

Zone, Huainan City

Battery information

Related information Related data 

Manufacturer (name /address/mail 

contact):

HUAI NAN PENG CHENG TIAN XIA ELECTRONIC 

TECHNOLOGY CO.,LTD


